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MANTAPRIME Multipurpose Primer 235

DESCRIPTION:  

MantaPrime™ Multipurpose Primer 230 is a versatile, water-
based primer suitable for various roofing and wall applications. Its 
polymer emulsion formula offers excellent adhesion and saturation 
properties, making it suitable for priming multiple surfaces, including 
TPO, Concrete, and Metal. 

 

FEATURES 

• Adhesion Promotion: Ensures a strong bond between the 

primer and the topcoat. 

• Universal Compatibility: Suitable for both acrylic and silicone 

topcoats. 

• Rust Inhibition: Protects metal surfaces from corrosion. 

• Fast Drying: Reduces application time and improves efficiency. 

• Low VOC: Environmentally friendly formula. 

• Easy Application: Can be sprayed, rolled, or brushed 

 

LIMITATIONS 

• Do not apply to wet, dusty, oily, mildewed, heavily chalked, 

blistered, or structurally unsound surfaces. 

• Avoid applying over silicone. 

• Once cured, the primer will have a slightly tacky finish. 

 

COVERAGE 

• 1.0 gallon per square depends on the porosity of the surface. 

 

PREPARATION 

• Ensure the roof surface is clean, dry, and free of debris, dirt, oil, 

loose granules, and peeling paint. 

• Clean rusty metal with a wire brush and prime with Manta Rust 

Inhibitor Primer 236 before application. 

• Remove mildew and stains with a Manta Clean 101 (2:1 water 

to MantaClean ratio) and rinse thoroughly. 

• Pressure washing is highly recommended for optimal results 

(use a wide fan tip to avoid damaging the roof). 

• Repair all leaks and cracks with appropriate materials like 

polyester reinforcing fabric and Mantastic™ 318 Elastomeric 

Roof Patch. 

• Allow repairs to cure for 24-36 hours before applying the 

coating. 

• Previously coated surfaces with aluminum, asphalt, or tar 

require a minimum of one summer season cure before applying 

this product. 

 

APPLICATION: 

• Wear protective clothing, gloves, and eyewear. 

• Apply on a clear, warm, sunny day for maximum cure time. 

• Ensure a minimum of 4 hours before sunset. Apply using a 3/4" 

nap exterior paint roller or professional airless sprayer. 

• Apply one coat over all seams and joints, followed by a one-

hour drying period. 

• Allow 4 hours for recoating and 12 hours for complete curing. 

• Drying times may vary depending on factors like humidity, film 

thickness, airflow, and temperature. 

 

SPRAY APPLICATION INFORMATION: 

• Use a professional airless sprayer with the following settings: 

• Pressure: 2000-3000 PSI 

• Tip size: .030 - .041 

• Material flow: 1-3 GPM 
 

TECHNICAL DATA  

Color:  Light Gray 

Dry time:  6 – 12 hours temperature/sun exposure dependent 

VOC  <50gal/liter 

Density:  8.3 – 9.3% lbs./G 

Solids by Weight 50% ± 2 

Solids by Volume:  51% ± 2 

Packaging 5-gal, 55-gal, 275-gal tote 

Shelf Life:  18 months (unopened, stored between 35° - 75°F) 

Clean Up: Soap & Warm Water 
 

STORAGE AND DISPOSAL: 

• Store in a cool, dry place in well-sealed containers. Maximum 

storage temperature is 100.4°F (38°C). Do not allow the product 

to freeze. 

• Disposal: Dispose of contents and containers in accordance with 

local, regional, national, and international regulations. 

• Note: Proper storage and disposal are essential for maintaining 

the product's quality and safety. Please follow all applicable 

regulations to ensure proper handling. 

 

WARRANTY 

Manta Roofing Products warrants that the material supplied will 

meet or exceed the physical properties as published. The 

contractor guarantees that workmanship will be free of defects in 

coating application.  

 

SAFETY PRECAUTIONS: 

• Causes skin irritation and allergic reactions. 

• May cause severe eye damage, genetic defects, and cancer. 

• Harmful with prolonged exposure. 

• Follow all safety precautions on the product label and Safety 

Data Sheet (available at www.Mantaroof.com). 

 

APPROXIMATE SHIPPING WEIGHTS: 

5 gallons (18.9 L) 45 lbs. 

55-gallon drum (208.2 L) 495 lbs. 

275-gallon tote (1,039.5L) 2475 lbs.  

Contact Information 

For additional information or assistance, please visit us at 

https://mantaroof.com/ 

Phone 1-844-50MANTA or 1-844-506-2682 

1835 Wright Ave, | La Verne | CA 91750 | USA | 
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