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Laboratory Test Report

Report for: Harry El Kara
Manta Roofing Products
1200 SE 20" Street
Fort Lauderdale, FL 33316

Product Name: Manta #207 Asphalt Adhesive

Project No.: 281970008

Dates Tested: Sep. 18, 2025 — Sep. 24, 2025

Test Methods: ASTM D3019

Results Summary: Compliant with Type Ill requirements of ASTM D3019

Purpose: Evaluate product for compliance to the Type Ill requirements of ASTM D 3019: Standard

Specification for Lap Cement Used with Asphalt Roll Roofing, Non-Fibered, Asbestos-
Fibered, and Non-Asbestos-Fibered.

Test Methods: Testing was completed in accordance with ASTM D3019-08: Standard Specification for
Lap Cement Used with Asphalt Roll Roofing, Non-Fibered, Asbestos-Fibered, and Non-
Asbestos-Fibered. Test methods assigned or referenced include ASTM D36: Standard Test
Method for Softening Point of Bitumen (Ring-and-Ball Apparatus), ASTM D6511: Standard
Test Methods for Solvent Bearing Bituminous Compounds.

Sampling: The following materials were received by PRI.

Product Source Date Sampling
Manta # 207 Asphalt Adhesive Ft. Lauderdale, FL  Aug. 25,2025  Manta Roofing Products

The manufacturing location of Manta #207 Asphalt Adhesive evaluated herein has
been verified as Ft. Lauderdale, FL.

281970008

The laboratory test results presented in this report are based on the material(s) supplied and tested. The results, and by extension any statements
of conformity, opinions, or interpretations, apply the “simple acceptance” decision rule for measurement uncertainty accounting. This report is
for the exclusive use of stated client. Only the client is authorized to permit copying or distribution of this report and then only in its entirety. PRI
Construction Materials Technologies LLC assumes no responsibility nor makes a performance or warranty statement for this material or products
and processes containing this material in connection with this report.

PRI Construction Materials Technologies LLC 6412 Badger Drive Tampa, FL33610 Tel: 813-621-5777 Fax: 813-621-5840 e-mail: materialstesting@pri-group.com WebSite: http://www.pri-group.com


https://www.pri-group.com/

Manta Roofing Products
ASTM D 3019 for
Manta #207 Asphalt Adhesive

Page 2 of 3
Results:
Requirement
Property Test Method Results Type | Type |
Grade 1 Grade 2
Water Content (%)
2 specimens; approx. 75-100g; ASTM D6511 1.0 <0.5 <0.5 <0.5 <25
Solvent-carrier liquid: xylene Water Content
Distillation (%volume) ASTM D402
Up to 374°F NR 5-20 5-20
Up to 437°F NR 15-35 15-35
Up to 500°F NR 25-40 25-40
Up to 600°F NR 30-45 30-45
Up to 680°F NR <50 <50
Distillation Residue
Softening Point (°F) ASTM D36 NR >135 > 106
Solubility in Trichloroethylene (%mass) ASTM D6511
1 specimen; 2g Solubility of Residue 82.6 >92.5 >92.5 >80.0 >80.0
Filter with Trichloroethylene in Trichloroethylene
Strength of Lap (Ibf/in)
4 specimens;
1” x 4” lap with 2.0g cement; Sﬁi’;ﬂt:ﬁ?gp 21.9 >17.0 >17.0
Cond. 24h @ 68-86°F;
Test Rate = 12in/min

Notes: 1. “NR” Denotes test is not required.
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Statement of Compliance: The product tested is compliant with the Type lll requirements of ASTM D3019:
Standard Specification for Lap Cement Used with Asphalt Roll Roofing, Non-Fibered,
Asbestos-Fibered, and Non-Asbestos-Fibered. The laboratory test results presented
in this report are representative of the material supplied.

Signed: Signed:
Anthony Catlett Zachary R. Priest
Manager Florida Registered Professional Engineer
P.E. Number: 74021
Date: Date:

Report Issue History:

Issue # | Date | Pages | Revision Description (if applicable)
Draft 09/25/2025 3 NA
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