
• ENERGY EFFICIENCY: Reflects sunlight and UV rays, 
   reducing cooling costs and interior temperatures.
• SUPERIOR PROTECTION: Forms a seamless shield 
   that resists cracking, peeling, and mildew growth.
• CLIMATE RESISTANT: Withstands extreme 
   temperatures for reliable year-round performance.

• HIGHLY FLEXIBLE: Accommodates roof movement, 
   preventing damage from expansion and contraction.
• EASY APPLICATION: Applies smoothly via roller or 
   spray equipment for efficient coverage.

•  Meets ASTM D 1227 Type III And D1187 

Asphaltic Bentonite 
Clay Emulsion

USE FOR:

• A uniform weathering surface for smooth or mineral surfaced 
  composition built-up roofing.

• A corrosion resistant surface for most exterior metal surfaces.

• A damp proofing compound for below grade walls.

• A waterproofing compound for cold process, built-up roof 
   systems utilizing polyester and or fiberglass reinforcements. 
   A protective surface for metal roofing, masonry, stucco, parapet 
   walls, curbs and base flashings.
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MANTAEMULSION 

216

Manta Roofing Products #216 is a high-performance asphaltic bentonite clay emulsion 
designed for exceptional waterproofing and surface coating applications. This product forms 
a durable, flexible film that resists checking and cracking, ensuring long-lasting protection. 
Formulated with specialized soft asphalts, #216 offers enhanced weathering characteristics 
and superior resistance to industrial pollutants, contaminants, and corrosives.

FEATURES: 

Superior Waterproofing and Protection: 
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• EFICIENCIA ENERGÉTICA: Refleja la luz solar y los rayos 
   UV, reduciendo los costos de refrigeración y las 
   temperaturas interiores.
• PROTECCIÓN SUPERIOR: Crea una barrera protectora 
   sin costuras que resiste el agrietamiento, el pelado y el 
   crecimiento de moho.
• RESISTENCIA AL CLIMA: Soporta temperaturas extremas  
   para un rendimiento fiable durante todo el año.

• ALTA FLEXIBILIDAD: Se adapta al movimiento del techo, 
   evitando daños por expansión y contracción.

• FÁCIL APLICACIÓN: Se aplica suavemente con rodillo o 
   equipo de pulverización para una cobertura eficiente.

•  Cumple ASTM D 1227 Type III And D1187 

Emulsión Asfáltica de 
Arcilla Bentonita

USO PARA:

• Una superficie de intemperismo uniforme para techos 
  prefabricados de composición de superficie lisa o mineral. 
• Un compuesto impermeabilizante para sistemas de techos 
   prefabricados de proceso en frío que utilizan refuerzos de 
   poliéster y/o fibra de vidrio. 
• Una superficie protectora para techos metálicos, mampostería, 
   estuco, muros parapeto, bordillos y tapajuntas de base. 
• Una superficie resistente a la corrosión para la mayoría de las 
   superficies metálicas exteriores. 
• Un compuesto impermeabilizante contra la humedad para 
   muros bajo nivel de tierra.

MANTAEMULSION 

216

Manta Roofing Products #216 es una emulsión asfáltica de arcilla bentonita de alto rendimiento 
diseñada para aplicaciones excepcionales de impermeabilización y revestimiento de superficies. 
Este producto forma una película duradera y flexible que resiste el agrietamiento y la fisuración, 
asegurando una protección duradera. Formulado con asfaltos blandos especiales sin soplar, #216 
ofrece características de resistencia a la intemperie mejoradas y una resistencia superior a 
contaminantes industriales, contaminantes y corrosivos.

BENEFICIOS CLAVE: 

Impermeabilización y Protección Superior
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