
TECHNICAL DATA SHEET
MantaSil 440 Silicone Walkway Coating

DESCRIPTION

The Manta 440 Silicone Walkway Coating System is a single-component, 100% silicone roof coating that protects walking areas and

paths on low-slope roofs. It offers the option of broadcasting ceramic roof granules for an enhanced walking surface. Apply Manta

440 on Coated and liquid-applied roof systems, Granulated BUR/Mod-Bit, Granulated APP, Concrete, Metal, Single-ply membranes,

and Spray polyurethane foam (SPF) systems.

FEATURES & BENEFITS

High visibility safety border

Textured, non-slip surface with high abrasion resistance

Protects roof surface from foot traffic damage

Enhances slip resistance for personnel safety

Strengthens the roof system

Improves water drainage

Discourages birds from landing

Hides dirt

Maintains an attractive, monolithic roof appearance

COVERAGE

1 gallon per 100 square feet. #11 ceramic granules broadcast to saturation for a non-slip surface.

TECHNICAL DATA

Property Value

Color Safety Yellow

SOLIDS BY VOLUME: 95% ± 2%, ASTM D-2697

ELONGATION: 270.5 % ± 25, ASTM D-2370

TENSILE STRENGTH: 329.5 psi ± 50, ASTM D-2370

FLASH POINT (COC): 290°F, ASTM D-92

HARDNESS: TBD± 5 points (Shore A)

PERMEABILITY: 5.0 perms

VOC: < 50 Grams/Liter, ASTM D-3960

MINIMUM APPLICATION TEMP: 35°F

DRYING TIME: 1-4 hours

SERVICE TEMP. RANGE: -40°F–350°F

SHELF LIFE: 18 months

CLEAN UP: Mineral Spirits

COLOR: Standard: white, gray, tan

PACKAGING: 5-gallon (55 lbs), 55-gallon drum (3025 lbs)
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PREPARATION

Thoroughly clean the roof surface using MantaClean 101 Roof Wash (if needed). Ensure the surface is free of dirt, dust, oil, grease,

wax, rust, chalk, loose paint, mildew, and any other contaminants that could affect adhesion. Allow the surface to dry completely

before applying.

PRIMER (OPTIONAL)

Manta  440  is  designed  for  direct-bond  application.  If  an  adhesion  test  indicates  a  necessary  primer,  use  MantaPrime  235

Multipurpose Primer. For smooth or granulated modified bitumen or built-up roofs (though most granulated surfaces don't require a

primer), use MantaPrime Bleed Block 330 to prevent discoloration from migrating bituminous oils.

APPLICATION

Mechanically mix the coating thoroughly before use. Do not thin the product with solvents or other solutions. Apply Manta 440 to the

prepared surface using a short nap or smooth roller at a rate of 1 gallon (16 wet mils) per 100 square feet. Apply only when the

temperature is between 40°F and 110°F, with no rain expected during the application window or for at least 1 hour after application.

GRANULE APPLICATION (OPTIONAL)

To create a slip-resistant  surface,  broadcast  Manta Roofing Granules or  #11 Ceramic into the wet coating until  the surface is

completely saturated (to refusal or rejection).

DRYING TIME

Allow 24 hours of drying for light foot traffic and 72 hours for heavy foot traffic.

STORAGE AND DISPOSAL

Store in a cool, dry place in well-sealed containers. Maximum storage temperature is 100.4°F (38°C). Do not allow the product to

freeze. Disposal: Dispose of contents and containers in accordance with local, regional, national, and international regulations. Note:

Proper storage and disposal are essential for maintaining the product's quality and safety. Please follow all applicable regulations to

ensure proper handling.

SAFETY PRECAUTIONS

Causes skin irritation and allergic reactions. May cause severe eye damage, genetic defects, and cancer. Harmful with prolonged

exposure. Follow all safety precautions on the product label and Safety Data Sheet (available at www.Mantaroof.com).

WARRANTY

Manta Roofing Products warrants that the material supplied will meet or exceed the physical properties as published. The contractor

guarantees that workmanship will be free of defects in coating application.

MANTA ROOFING PRODUCTS LLC

California - 1835 Wright Ave | La Verne | CA 91750 | USA

Florida - 1200 SE 20th Street | Fort Lauderdale | FL 33316 | USA

www.mantaroof.com 
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