
TECHNICAL DATA SHEET

MANTA 424 SAFETY WALKWAY SYSTEM

DESCRIPTION

Manta 424 Safety Walkway System is a unique, water-based acrylic coating designed to protect walking areas and paths on

smooth roofing systems.  It  is  formulated with extremely tough acrylic  resins and binders to form a long-lasting,  durable

walking surface. Manta 424 contains an aggregate to create a textured, non-slip surface with very high abrasion resistance. It

protects the underlying roof from damage due to foot traffic and is designed to allow the normal flow of water without blocking

or damming.

This product can be used on coated and fluid-applied roof systems, as well as approved single-ply, modified bitumen, and

BUR roofing.

FEATURES & USES

Superior Safety: Creates a textured, non-slip walking surface.

Roof Protection: Protects the roof membrane from damage caused by foot traffic.

Durable: Formulated for high abrasion resistance and long-lasting performance.

Delineation: Ideal for clearly marking walkways and designated equipment areas.

Reinforceable: Can be reinforced with polyester fabric in high-abuse areas for maximum protection.

Water-Based: Easy to apply and clean up.

SURFACE PREPARATION

The surface must be clean, dry,  and completely free of  dirt,  dust,  oil,  grease, wax, mildew, rust,  and any other surface

contamination  that  may  inhibit  adhesion.  Clean  mildew  or  algae  with  an  appropriate  roof  cleaning  solution  and  rinse

thoroughly.

Mask off all paths and designated areas that are to receive the coating. For best results, remove masking tape while the

coating is still wet.

CRITICAL: Mix pail thoroughly with a drill mixer to ensure the aggregate is evenly distributed throughout the coating. Mix

periodically during use.

APPLICATION

Wear protective clothing, gloves, and eyewear during application. Apply using a short nap or smooth roller.

First Coat: Apply a uniform first coat at a rate of 2-3 gallons per 100 sq. ft.

For High-Abuse Areas: While the first coat is still wet, embed Manta polyester fabric into the coating, ensuring complete

saturation.

Dry Time: Allow the first coat to dry for a minimum of 24 hours.

Second Coat: Apply a second uniform coat at 2-3 gallons per 100 sq. ft. Applying the second coat at a right angle to the

first is recommended for a desirable surface pattern.

Total application rate should be 4-6 gallons per 100 sq. ft. DO NOT DILUTE.

Clean Up: Clean all tools and equipment with soap and warm water immediately after use.

APPLICATION & DRYING CONDITIONS

Application Temperature: Do not apply when air or surface temperature is below 65°F (18°C).
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Weather: Do not apply if rain, fog, or cold weather is expected within 24 hours of application.

Drying: Product cures through dehydration. Drying times may vary based on temperature, humidity, and airflow.

Tack Free Time: Approx. 1 hour at 75°F (24°C).

Recoat Time: 24 hours minimum.

TECHNICAL DATA

Property Value Test Method

Color Safety Yellow, Gray, Tan -

Total Solids 66.6% (by weight) -

Tensile Strength 408 psi ASTM D2370

Elongation 223% ASTM D2370

Tear Resistance 250 lbf/in ASTM D624

Low Temp. Flex Pass at 15°F ASTM D522

Application Rate 4-6 Gallons per 100 sq. ft. (in two coats) -

PACKAGING & STORAGE

Approx. Shipping Weight 5 gallons (18.9L) = 63 lbs.

Storage KEEP FROM FREEZING. Store in a cool, dry, protected area in well-sealed containers.

Store between 35°F - 75°F (2°C - 24°C). Do not store in direct sunlight.

Disposal Dispose of contents and containers in accordance with all local, regional, and national

regulations.

SAFETY PRECAUTIONS

WARNING! KEEP OUT OF REACH OF CHILDREN. Causes skin irritation. May cause allergic reactions. May cause eye

irritation.  Follow  all  safety  precautions  on  the  product  label  and  Safety  Data  Sheet  (SDS).  SDS  available  at

www.mantaroof.com

For additional details, visit mantaroof.com. For the most current information and data, please consult our website. Prior to using this product, review the Safety
Data Sheet, which is available on our website or by sending an email to info@mantaroof.com. ©2024 Manta Roofing Products U.S.A., LLC. All rights reserved.
All printed information is accurate as of the time of publication and is subject to change without notice. 
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