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MANTAPRIME SPF240 THERMO-BOND PRIMER

DESCRIPTION 
 
MantaPrime 240 SPF Thermo-Bond Primer is a single-component, water-based, 
multi-use acrylic primer for preparing substrates for sprayed polyurethane foam 
(SPF) application.  
 
This material is black in color, can be sprayed, rolled, or brushed, and provides 
excellent adhesion to various surfaces. 
This product can be used to protect SPF from UV radiation; also known as an 
"Interim Protective Shield." 
 
FEATURES 
 

• Versatile Application: Can be applied by spray, roller, or brush. 

• Adhesion Promoter: Provides excellent adhesion to various substrates. 

• Interim Protection: Temporarily protects SPF from UV radiation ("Interim 
Protective Shield"). 

• Ease of Use: Single-component, water-based formulation. 
 
PREPARATION 
 

• Cleaning: Using a minimum 2,000 psi pressure washer, wash the roof with a 
non-filming detergent, such as TSP or TSP substitute. In areas with stubborn 
dirt, grease, or other contaminants, use a stiff-bristle brush or broom to scrub 
the areas clean with additional water and non-filming detergent. 

• Surface Condition: Treat mildew or mold. Remove rust and scale from metal 
by wire brushing. Surface must be clean and free of all dust, rust, residues, 
and all foreign matter. 

• Rinsing: Rinse the roof well to ensure it is free of all detergent or any 
contaminants that may cause loss of adhesion. Before application, all surfaces 
must be clean, dry, and sound. 

 
APPLICATION 
 

• No thinning or reducing is necessary.  

• Mix the material in the container until a homogeneous consistency is reached 
before use. The product may be sprayed, brushed, or rolled. 

• Equipment: Airless spray pump should be capable of a minimum of 1,500 psi 
and output of 1 gallon (3.7 liters) per minute. 

• Coverage Rate: Application rate is typically applied at 1/3 to 1/2 gallon 
per 100 square feet (1.2 to 1.9 liters per 9.3 square meters). Application 
rate may vary depending on factors such as substrate roughness and 
preparation. Primer should not be applied at rates over 1 gallon per 100 
square feet (3.7 liters per 9.3 square meters) in one coat. 

• Curing: Ensure primer is completely cured before subsequent applications of 
coating or SPF roofing systems. Application over primer should occur within 
48 hours to maintain adhesive performance, due to potential pickup of 
weather and dirt. 

• Conditions: This product is not recommended for interior use. Building 
occupants should be warned of spray operations in process. Installers should 
exercise caution during spray processes to avoid falls caused by stepping into 
slippery wet coating. 

 

TECHNICAL DATA  

Color:  Black  

Dry time:  6 – 12 hours temperature/sun exposure dependent 

VOC  <50gal/liter 

Density:  10.0-10.5 lbs./G 

Solids by Weight 55% ± 2 

Solids by Volume:  45% ± 2 

Packaging 5-gal, 55-gal, 275-gal tote 

Shelf Life:  18 months (unopened, stored between 35°F - 75°F) 

Clean Up: Soap & Warm Water 

 

 

APPROXIMATE SHIPPING WEIGHTS 

• 5 gallons (18.9L): 53 lbs. 

• 55-gallon drum (208.2L): 655 lbs. 

• 275-gallon tote (1,039.5L): 3275 lbs. 

 

STORAGE AND DISPOSAL 

Keep the closure tight and the container upright to prevent leakage. 

Store in a cool, dry place in well-sealed containers. 

• Temperature: Store between 50°F and 100°F. 

• Freezing: Do not allow the product to freeze. This product will freeze in 

temperatures below 32°F (0°C) and will be unusable. 

• Disposal: Dispose of contents and containers in accordance with local, 

regional, national, and international regulations. Empty containers may 

retain product residue and flammable vapors; do not cut, puncture, or 

weld on or near the empty container. 

 

SAFETY PRECAUTIONS 

• Handling: Avoid skin and eye contact. Wash thoroughly after 

handling. Avoid breathing vapor or spray mists. 

• Ventilation: Use with adequate ventilation. 

• PPE: Applicators should use proper breathing masks and protective 

clothing. 

 

Documentation: Refer to the Safety Data Sheet (SDS) before using this 

product (available at www.Mantaroof.com). 
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