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  MANTA ROOFING PRODUCTS   ·   Care & Maintenance Program 

Care & Maintenance Program 

For Manta Fluid-Applied Roof Restoration (FARR) Systems — MantaSil® Silicone & MantaCryl® Acrylic 

Your Manta roof restoration system is engineered to deliver years of durable, energy-efficient, watertight protection. 
Like any roof, it performs best when it is inspected and maintained on a regular schedule. This Care & Maintenance 
Program describes the responsibilities of the Building Owner and the roofing contractor for keeping the system in top 
condition. 

Warranty notice:  Following this program is a condition of your Manta warranty. The warranty may be voided by 
failure to maintain the roof, by unauthorized repairs or products, or by objects/equipment added to the roof without 
Manta’s written authorization. Keep this document with your warranty certificate. 

1.  Keep Complete Roof Records 

Maintain a single file for everything relating to this roof. It is invaluable when making repairs, adding equipment, or 
planning future work. The file should include: 

• The Manta warranty certificate and any transfer documents 

• Coating Guide Specifications for the installed system 

• Product Technical Data Sheets (TDS) and Safety Data Sheets (SDS) 

• Original drawings, specifications, and invoices 

• All inspection reports and photographs 

• Records of any repairs or recoating performed 

• This Care & Maintenance Program 

• Contact information for Manta and your certified applicator 

2.  Inspect the Roof Twice a Year 

Inspect the roof and coating at least twice each year — typically in spring and fall — and again after any severe 
weather (heavy rain, hail, high winds). Inspections should be performed by someone familiar with the system; a 
Manta-certified applicator can provide this service. The most common areas of wear are drainage points, 
penetrations, perimeter flashings, and traffic areas. 

Spring inspection 

Identify and correct any damage sustained over the winter so repairs can be made during favorable weather. 

Fall inspection 

Prepare the roof for winter and confirm it is in optimal condition to withstand the coming season. 

A more detailed inspection checklist is provided in the companion Manta Preventive Maintenance Program. 
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3.  Building Owner Responsibilities 

• Keep the roof clean. Regularly remove leaves, branches, dirt, and other debris that accumulate on the surface. 

• Maintain drainage. Keep drains, scuppers, gutters, and downspouts clear so water flows off the roof. Standing 
(ponding) water should be investigated promptly. 

• Control roof access. Limit access to authorized personnel and minimize foot traffic. Establish designated walk 
paths and install walkway pads in high-traffic areas. 

• Do not use the roof for storage. Avoid placing materials, equipment, or fixtures on the coating. 

• Report leaks and damage immediately. For a warranted roof, notify Manta in writing at 
warranty@mantaroof.com within ten (10) days of discovering a leak. Notice to the contractor or distributor is not 
notice to Manta. 

• Arrange prompt, correct repairs. Have non-warranted conditions repaired promptly by a Manta-certified 
applicator using Manta products and approved methods, so repairs last as long as the coating. 

• Get authorization before changes. Obtain Manta’s written authorization before making penetrations, alterations, 
or adding equipment to the roof. 

4.  What to Examine During Maintenance 

Coating surface 

Look for cracks, blistering, flaking, thinning, or bare spots, and any mechanical or physical damage from tools, 
dropped objects, hail, or foot traffic. A non-destructive moisture meter can be used to check for trapped moisture. 
Promptly patch or recoat affected areas with the compatible Manta product for your system. 

Drainage system 

Clear gutters, scuppers, and drains of debris; verify screens and strainers are intact and that water drains freely off 
the roof. 

Flashings, edges, and metal 
Examine metal flashings, counterflashings, expansion joints, coping joints, and pitch pans for rust, detachment, 
movement, deteriorated sealant, and cracks or splits at terminations. Reattach loose metalwork, replace sealant as 
needed, and prepare and paint rusted metal. 

Penetrations and rooftop equipment 

Inspect vents, stacks, hatches, skylights, and HVAC units for damaged gaskets, loose fasteners, and seal integrity. 
Confirm HVAC condensate is piped to drains and is not spilling coolant, oil, or grease onto the roof. Check the 
surrounding roof for any damage caused by servicing equipment. 

Masonry, copings, and parapet walls 
Examine walls and copings for cracks, bad mortar joints, deteriorated sealant, loose coping stones, and signs of water 
absorption. Repair these conditions to prevent water infiltration. 
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5.  Repairs & Warranty 

The service life of your FARR system can be significantly extended through proper maintenance. To protect both the 
roof and the warranty: 

• Use only Manta products and compatible repair materials. 

• Contact a Manta-certified applicator for large cracks or splits, significant leaks, new penetrations, permanent 
repairs, and renewal/recoating. 

• Service personnel should not make penetrations of, or repairs to, the coating — all work affecting the coating 
must be performed by an approved applicator. 

• Consult your warranty terms before performing any repair to avoid voiding coverage. 

Many certified applicators offer maintenance or service contracts that include periodic inspections and routine 
maintenance. Add every inspection report to the roof’s historical file. 

This information addresses conditions commonly found on buildings. Other conditions may exist that require special 
consideration. It is the responsibility of the Building Owner to ensure the care and maintenance program followed is 
adequate for the building’s specific conditions. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Contact Manta Roofing Products 

Headquarters & Manufacturing: 1835 Wright Ave, La Verne, CA 91750 

Manufacturing: 1001 SE 21st St, Fort Lauderdale, FL 33316 

Phone: 1-844-50MANTA (1-844-506-2682) 

Warranty / leaks: warranty@mantaroof.com 

General & orders: csr@mantaroof.com   ·   www.mantaroof.com 


