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  MANTA ROOFING PRODUCTS   ·   Repair Products Guide 

Repair Products Guide 

Manta 300-Series flashing cements, mastics & sealants for detailing, patching & emergency repair 

Every Manta restoration is built as a four-step system: 100-Series (Clean), 200-Series (Prime), 300-Series (Flash & 
Repair), and 400-Series (Coat). This guide covers the 300-Series — the flashing cements, mastics, and sealants used to 
seal seams, fasteners, penetrations, cracks, and flashings, to three-course critical details, and to stop leaks in 
emergency conditions. 

Match the repair product to the roof system. Use silicone products on silicone systems, acrylic on acrylic/elastomeric 
systems, and asphaltic cements on asphaltic (BUR / modified-bitumen) roofs. Where an asphaltic product is used 
beneath a reflective silicone or acrylic topcoat, prime with MantaPrime 230 Bleed Blocker first to prevent oils from 
bleeding through and yellowing the finish. For professional use only. 

Product Selection Matrix 

Product Chemistry Best for Wet / Dry Sizes 

MantaFlash 330 Silicone 
Seams, fasteners, penetrations, coping & control 
joints, fishmouths, gutter seams, SPF blisters up 
to 4″ 

Dry 2 gal 

MantaMax 335 
Silicone, fiber-
reinforced 

Punctures, cracks, fishmouths & flashing details; 
emergency wet/underwater repairs 

Wet or dry 2 gal 

Manta 318 
Acrylic hybrid, 
fibered 

3-course detailing on acrylic / elastomeric 
systems; metal seams & fasteners 

Dry 3.5 gal 

Manta 301 — 
Multipurpose Plastic Roof 
Cement 

Asphalt (D4586 
Type I) 

General patching & bedding on asphaltic BUR / 
mod-bit 

Dry 4.75 gal 

Manta 303 — Flash-N-Go 
Roof Cement 

Asphalt (D4586 
Type I + D3409) 

Flashing details on asphaltic roofs; vertical, no-
sag; bonds to wet surfaces 

Wet or dry 4.75 gal 

Manta 304 — Rain-Patch 
Polymer-modified 
asphalt 

Instant leak sealing in wet or rainy conditions; 
20–120°F 

Wet or dry 4.75 gal 

Manta 305 — Wet-N-Dry 
Modified Mastic 

Rubber-modified, 
fibered asphalt 

Heavy-bodied leak, crack & hole repair; flashings; 
wet or dry 

Wet or dry 4.75 gal 

Manta 307 — 
RUBBERTEK Flashing 
Cement 

SEBS rubber-
modified asphalt 
(D4586 Type I + 
D3409) 

Super-premium heavy-duty flashing & extreme-
weather leak repair 

Wet or dry 2.7 gal 
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Silicone Repair Products 

MantaFlash 330 — High-Solids Butter-Grade Silicone Mastic 

 

A premium butter-grade silicone sealant for professional repairs on a wide range of roof 
surfaces. It seals leaks, repairs damage, and forms a durable, breathable, water-resistant, 
UV-stable barrier that resists chalking, cracking, and peeling. 

• Use it for: seams, fasteners, penetrations, and surface damage; control joints, coping 
joints, fishmouths, gutter seams, small membrane holes, and surface cracks; repairing 
SPF blisters up to 4″ in diameter and sealing cracked polyurethane foam; and as a 
substitute for caulk on many substrates. 

• Surfaces: works on clean, dry surfaces. Adheres well to polyurethane foam; primers 
are available for BUR, modified bitumen, single-ply, masonry, concrete, and wood. 

• Notes: not suitable for foam blisters larger than 4″. Ideal for detailing before applying 
MantaSil high-solids silicone coating. Package: 2-gallon pail (white). 

MantaMax 335 — High-Solids Fiber-Reinforced Silicone Repair Mastic 

 A versatile, fiber-reinforced silicone mastic for permanent, direct-bond repairs. Its 
flashing-grade formula delivers long-lasting durability even in harsh conditions, and it can 
be applied in wet or underwater conditions — making it Manta’s primary silicone 
emergency-repair product. It is a stand-alone solution requiring no primer or topcoat and 
is UV-stable with no topcoat needed. 

• Use it for: punctures, cracks, fishmouths, and roof details; direct-bond repairs on aged 
silicone, single-ply, metal, and other prepared surfaces; emergency leak stops in wet 
or underwater conditions (apply added pressure to ensure bond, then re-inspect once 
dry). 

• Application: apply 1/8″ to 1/4″ thick by brush, trowel, or gloved hand, extending 2″ 
beyond fasteners or splits. Use polyester reinforcement for high-movement details. 
For asphaltic surfaces, prime with MantaPrime 230 Bleed Blocker to prevent 
yellowing. Moisture-cure — not for fully confined spaces. Store above 65°F; avoid 
application on freezing substrates or within 4 hours of heavy rain, hail, or snow. Clean 
up with mineral spirits. 

MantaMax 335 — Technical Data  

Solids by volume 73% ± 2 

Solids by weight 83% ± 2 

Tensile strength 184 ± 5 psi 

Elongation 74% ± 5 

Tear resistance 35 ± 3 lbs/in 

Dry times 
Tack-free 2 hours; dry to touch 6 hours (varies with temperature, humidity, film 
thickness) 

Coverage 24–26 sq ft per pail at 1/8″ thickness 

Shelf life 18 months unopened, stored 35–75°F 

Package: 2-gallon pail. 
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Acrylic / Hybrid Repair Product 

Manta 318 — Fibered Hybrid Acrylic Mastic 

 

A fibered, hybrid acrylic patching mastic for roof maintenance and repair that combines 
waterproofing with elastomeric flexibility. It is the detailing companion for Manta’s acrylic 
and elastomeric systems. 

• Use it for: three-course detailing (mastic – fabric – mastic) of seams, penetrations, and 
transitions on acrylic/elastomeric systems; encapsulating exposed fasteners and 
horizontal seams on metal roofs; general patching ahead of a MantaCryl topcoat. 

• Surfaces / notes: apply to clean, dry, primed surfaces (a primer may be required on 
some substrates). Package: 3.5-gallon pail (white). 

Asphaltic Cements & Mastics 

Solvent-based asphaltic cements and mastics for the repair, flashing, and detailing of built-up and modified-bitumen 
roofs. All are trowel-grade and spread smoothly at ambient temperatures above 50°F. Manufactured at Manta’s Fort 
Lauderdale, FL facility. Where these products are used under a reflective coating, prime with MantaPrime 230 Bleed 
Blocker first. 

Manta 301 — Multipurpose Plastic Roof Cement (Heavy-Duty Mastic) 

 

A professional-grade, all-weather plastic roof cement / heavy-duty mastic for patching, 
bedding, and detailing on asphaltic roofs. Offers superior adhesion, flexible long-term 
performance, and is waterproof and corrosion-resistant. Compliant with ASTM D4586 Type I 
(Asphalt Roof Cement, Asbestos-Free). Trowel-applied, black. Size: 4.75-gallon pail. 

Manta 303 — Flash-N-Go Roof Cement 

 

A fast, vertical-application flashing cement that will not sag, slip, or mud-crack — ideal for 
flashings, seams, and penetrations. A ready-to-use, homogeneous blend with excellent 
adhesion on wet or dry surfaces and high resilience. Compliant with ASTM D4586 Type I and 
ASTM D3409 (adhesion to damp/wet/underwater surfaces). Black. Size: 4.75-gallon pail. 
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Manta 304 — Rain-Patch 

 

A polymer-modified mastic that instantly seals leaks in wet or rainy conditions, with full wet-
surface adhesion across a wide 20–120°F temperature range. Resists blistering, sagging, and 
sliding, and carries a 7-year limited warranty. Applies wet or dry, black. Size: 4.75-gallon pail. 

Manta 305 — Wet-N-Dry Modified Mastic 

 

A superior-grade, rubber-modified mastic for effective leak, crack, and hole repair and 
flashing work. A ready-to-use, homogeneous blend with excellent adhesion to wet or dry 
surfaces and high resilience; will not sag, slip, or mud-crack. Black. Size: 4.75-gallon pail. 

Manta 307 — RUBBERTEK Flashing Cement 

 

A super-premium, SEBS rubber-modified flashing cement for all-weather leak repair and 
demanding flashing work. Delivers superior elasticity and flexibility, contains UV inhibitors 
for durability, and bonds well on wet or dry surfaces in extreme weather. Compliant with 
ASTM D4586 Type I and ASTM D3409. Black. Size: 2.7-gallon pail. 
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The 3-Course Method 

Emergency Leak Response 

When water is actively entering the building, the goal is a fast, watertight stop — followed by a permanent repair 
once conditions allow. 

1. Locate the source and clear the area of debris and standing water where possible. 

2. Select a wet-capable product: MantaMax 335 on silicone / single-ply / metal / general details; Manta 303, 304, 
305, or 307 on asphaltic roofs. 

3. Apply generously, extending at least 2″ beyond the damage; in wet or underwater conditions apply added 
pressure to seat the bond. 

4. Reinforce high-movement details with MantaPoly fabric using the 3-course method. 

5. Re-inspect once conditions are dry; redo the repair if bubbles, voids, or poor seals are found. 

6. For a warranted roof, notify Manta at warranty@mantaroof.com within 10 days and schedule a certified 
applicator for the permanent repair. 

Primers & Compatibility 

• MantaPrime 230 Bleed Blocker — required on asphaltic surfaces before a reflective silicone or acrylic topcoat to 
lock in oils and prevent yellowing. 

• MantaPrime 235 Multipurpose Primer — for TPO, EPDM, metal, and concrete where an adhesion (pull) test 
indicates a primer is needed. 

• Adhesion tests — conduct on new flashing details, smooth/granulated modified bitumen, built-up, and single-ply 
roofs to confirm whether a primer is needed. 

Warranty note:  On warranted roofs, permanent repairs, new penetrations, and recoating must be performed by a 
Manta-certified applicator using Manta products and compatible materials. Repairs or products outside Manta’s 
specifications may void the warranty — review your warranty terms before beginning work. 

Contact Manta Roofing Products 

Headquarters & Manufacturing: 

1835 Wright Ave, La Verne, CA 91750 

Manufacturing: 

1001 SE 21st St, Fort Lauderdale, FL 33316 

Phone: 1-844-50MANTA (1-844-506-2682) 

Technical / SDS & TDS: www.mantaroof.com 

Orders: csr@mantaroof.com 


