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  MANTA ROOFING PRODUCTS   ·   Preventive Maintenance Program 

Preventive Maintenance Program 

Inspection & prevention guide for Manta FARR Systems — MantaSil® & MantaCryl® 

A routine preventive maintenance program is fundamental to the long-term performance of your Manta roof 
restoration system. Neglecting inspections and maintenance is one of the biggest causes of premature roof failure — 
small problems caught early are inexpensive to fix, while the same problems ignored can drive water into insulation, 
decking, and the building interior. 

As the Owner, it is your responsibility to have qualified professionals inspect the roof at least twice a year — ideally in 
spring and fall — and after any major weather event. Document each inspection and keep the record on file with your 
warranty certificate. For a warranted roof, report any leak to Manta in writing at warranty@mantaroof.com within 
ten (10) days of discovery. 

What Causes Premature Roof Failure 

Being aware of these hazards helps minimize their impact: 

• Ponding water — water standing more than 48 hours points to a low spot or drainage problem and accelerates 
wear 

• Clogged drains, scuppers, and gutters that keep water from leaving the roof 

• Debris and biological growth (leaves, dirt, algae, vegetation in standing water) 

• Foot traffic and “trade damage” from other contractors servicing rooftop equipment 

• Equipment or fixtures added to the roof without authorization 

• Cracked, blistered, or flaking coating and failed flashing/sealant at penetrations 

• Extreme weather — high winds, hail, and drenching rain 

• Procrastination — delaying small repairs until water finds its way in 

How to Protect Your Roofing System 

• Limit access. Do not allow just anyone on the roof; restrict access to authorized personnel and keep a roof access 
log. 

• Don’t use the roof as a terrace or storage. Avoid picnic tables, chairs, decorations, or stored materials that can 
damage the coating. 

• Keep it clean. Remove debris regularly. Use non-water methods (e.g., a plastic shovel) to lift solid residue such as 
mud and leaves, then rinse the surface with running water. 

• Route water away. Keep drains, scuppers, and gutters clear, and pipe HVAC condensate to drains — never onto 
the roof surface. 

• Vent away from the roof. Direct exhaust and harmful chemicals away from the coating. 

• Manage traffic. Minimize foot traffic and install walkway pads to reach essential equipment. 
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Inspection Frequency & Special Inspections 

Conduct routine inspections at least twice per year (spring and fall). In addition, inspect the roof — before and after 
any repair work — following: 

• Construction on or above the roof or adjacent areas 

• Installation of new equipment on the roof 

• Extreme weather (hail, high winds, heavy snow, drenching rain) 

• Fire, vandalism, or any other known damage 

After the Inspection 

• File the completed checklist and photographs in the roof’s historical record. 

• Report leaks or damage to Manta immediately; use a Manta-certified applicator for major maintenance, new 
penetrations, and permanent repairs. 

• Make repairs only with Manta products and compatible materials, and review your warranty before performing 
work. 
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Roof Inspection Checklist Make one copy for each inspection and file it with the warranty. 

Building / Owner:  Warranty #:  

Address:  Roof section(s):  

Inspected by:  Date:  

Weather:  Next inspection:  

Where to check What to look for OK Repair needed N/A 

Interior Roof deck — signs of leaks / deterioration    

 Ceiling — signs of leaks / staining    

 Interior walls — signs of leaks    

Coating surface Cracks, splits, or checking    

 Blisters or interlayer separation    

 Flaking, thinning, or bare spots    

 Mechanical / physical damage (tools, hail, traffic)    

 Trapped moisture (moisture-meter check)    

Drainage Drains, scuppers, gutters clear of debris    

 Screens / strainers intact    

 Water drains freely — no ponding    

 Downspouts discharge away from building    

Flashings & edges Edge / perimeter flashings secure    

 Terminations — cracks or splits    

 Expansion & control joints    

 Coping joints and coping stones    

Metalwork Rust, detachment, or movement    

 Deteriorated sealant — recaulk as needed    

 Fasteners secure; paint rusted metal    

Penetrations & 
equipment 

Vents, stacks, hatches, skylights sealed    

 HVAC condensate piped to drains    

 Gaskets / equipment tie-ins sound    

 No coolant/oil/grease spillage on roof    

Masonry & parapets Cracks, bad mortar joints, loose coping    

 Deteriorated sealant    

 Signs of water absorption    

Housekeeping Debris removed from roof    

 No unauthorized storage / equipment    

 Traffic patterns — walkway pads needed?    

Defects or other problems observed / follow-up required: 


